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ASE72P

72 Cells Polycrystalline Panels
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Mechanical Data

1969 + 2 mm (L) x 997 + 2 mm (W) x 42-35 0,5 mm (D)
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Electrical Data

Maximum Power
Module Efficienty
Maximum Power Current
Short Circuit Current
Maximum Power Voltage

Open Circuit Voltage

Dimensions
Weight

Solar Cell
Front Glass
Encapsuland
Backsheet
Junction Box

Frame

Operating Conditions

Mechanical Strength
Maximum System Voltage
Series Fuse Rating

Operating Temperature

Technical Specifications

MODEL ASET72P | ASE72P | ASE72P | ASE72P | ASE72P
320 325 330 335 340
320 325 330 335 340

16,30 16,56 16,81 17,06 17,32
8,34 8,39 8,50 8,54 8,62
8,87 8,92 9,07 9,02 9,15
38,67 38,95 39,24 39,38 39,81

45,87 46,08 46,80 47,16 47,44

24 Kg
72 Polycrystalline Type 6" Silicon Cells (156.75 mm x 156.75 mm)
Tempered / Tempered ARC Glass
Ethylene Vinyl Acetate (EVA)
Composite Film, Color White
With Multicontact / Tyco / Ekinler Certificate

Aluminium Frame (Eloxal Coating)

Specification

5400 Pa (Certified By TUV Rheinland)
DC 1000 V
15A

-40to0 85 °C

Temperature Characteristics

Nominal Operating

Cell Temperature
Temperature Coefficient
of alsc (%/°C)
Temperature Coefficient of
BVoc (%/°C)

Temperature Coefficient of
Pmax Y (%/°C)
Temperature Coefficient of
BVmpp (%/°C)

Warranty

45°Cx2°C
-0,04 % /°C
-0,33%/°C
-0,45%/°C

-0,45%/°C

Product Warranty

Linear Performance Warranty

JIT Product

Power Tolerance

Online Datasheet on the panel

10 Years
10 Years, over %90 - 25 Years, over %80
Warranty of selling panels that are produced in last on year.
Positive (+) 5 Watt

QR Code System
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OWER (W)

-120 g

- 60 W 1000 W/m?
ME 800 W/m?

0 8 14 20

EE 600 W/m?
HE 400 Wm?
26 32 38 44 50 HE 200 W/m?

VOLTAGE (V)

Power Performance

FRAME CAN BE MANUFACTURED WITH TWO DIFFERENT MEASUREMENT OPTIONS.
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Linear Performance Warranty
Standard Performance Warranty
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