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ASP P6-60 Series 265W-290W

Polycrystalline PV-module
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SOLAR PLANET!

Enjoy the quality difference

Exemplary illustration of ASP mono- and p lline photovoltaic modules



ASP P6-60 Series 265W-290W

Maximum power Pmax (Wp) 265
Maximum power voltage Vmp (V) 30.41
Maximum power current Imp (A) 8.71
Open-circuit voltage Voc (V) 38.10
Short-circuit current Isc (A) 9.26
Module efficiency % 16.19
Power tolerance Pmax (W)
Maximum system voltage DC \Y
Operating temperature °C
Temperature coefficients of Pmax %/°C
Temperature coefficients of Voc %/°C
Temperature coefficients of Isc %/°C
Nominal operating cell temp. (NOCT) °C

The electrical data apply to standard test conditions (STC): Irradiance of 1000 W/m? with spectrum AM 1.5 and a cell temperature of 25°C.

Cell type

No. of cells
Dimensions
Weight
Junction box
Output cable
Connector type
Hail resistance
Wind load

Mechanical load

Packing configuration
Loading capacity

Size / pallet

Weight

Polycrystalline 156.75 x 156.75 mm
60 (6 x10)

1650x 992 x35 mm

17.5kg

IP 67 rated

4 mm2, 900 mm length

MC 4 / MC 4 compatible

Max. @ 28 mm, at 23m/s

2400Pa /244 kg / m?

5400 Pa / 550 kg / m?

64 pcs / double pallet
896 pcs /40 HQ
1690 x 1135 x2335 mm

1225kg / pallet
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