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CSE-P5C2-72-BB1

MECHANICAL PARAMETERS

Cell{mm)

Weight(kg)
Dimensions({LxWxH){mm)
Cable Length{mm)

Cable cross section size (mm?)

Qty of cells

196.79%7/8.372
21.8
1983x991x35
75+275

4

144(12%12)

Qty of diodes

Packing confguration

30 pes / Pallet

1983+1

29141

1176 '
1ETE

gal+1

TYPE CSE-P5C2-72-BB1-325 CSE-P5C2-72-BB1-330 CSE-P5C2-72-BB1-335 CSE-P5C2-72-BB1-340 CSE-P5C2-72-BB1-345
Rated Maximum Power at STC 325 330 335 340 345
Open Circuit Voltage (Voc/V) 45.60 45.95 46.18 46.41 46.65
Working Power Voltage (Vmp/V) 3791 37.68 37.97 38.32 38.61
Short Circuit Current (Isc/A) 9.21 9.30 9.41 9.50 9.59
Working Power Current (Imp/A) 8.70 8.80 8.86 8.91 8.99
Module Efficiency [%] 16.54 16.79 17.05 17.30 17.56
Power Tolerance (W) 0~+5
alsc (%K) +0.073
BVoc (%K) -0.34
yPmp (%K) -0.43
STC:(Air Mass 1.5,Irradian 1000/m?, Module Temperature 25C)
~ 10 AML.5, EB{FREE25°C
' [
Maximum S}TEIEJ’T'I Voltage 1DDGFDE{IEGFEUDHFDG{U L) < 1000W/m?
5
Operating Temp 40 C~+85C # g _H_H‘\
............................................................................................................ 200W/m?
Maximum Series Fuse 15A
6 [ soow/m?
Max.Wind Load 1600Pa
4 | 400W/m? \
Max.Snow Load 3600Pa \\
_ 200W/m?
NMOCT 4152 C 2
Application Class Class A 0 \\
0 10 20 30 40 50
Grounding conductivity =0.1Q BE(V)

I-\V curve under different irradiances

GUARANTEE

10-year limited product guality warranty,

Limited performance warranty: 10 years at 90% of the minimal rated power output,25 years at 80% of the minimal rated power output.

CAMEL SOLAR ENERGY (DALIAN) CO.,LTD (CSE)

Add: Room 506-7 No.1,Gaoxin Street,High Technology Industrial Park, Dalian City, Liaoning
Province, 110023, P.R.China

TEL: 400-8060-260

Http://www.camelsolarenergy.com

If any technology or parameter changes in the product specification, Camel Solar Energy (Dalian) Co., Ltd reserves the right of

final interpretation.




