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Gintech linear warranty Industrial step warranty 

1 Year 

97% 

25 Year 

80.2% 

10 Year 

90.7% 

High Mechanical Loads  
of Wind and Snow 
Certified to bear 2,400Pa wind load, 

and 5,400Pa snow load 

Excellent Low 
Light Performance 
On cloudy days, mornings  
and evenings 

100% EL Double Inspection 
Defect-free in module-level 

25 Years Linear Warranty  
of Power Output 
97% power output for the first year,  

then power degradation 0.7% per year 

till 25th year 

Resistant to  
Ammonia Corrosion 
IEC-62716 certified 



D6M_H3A 

Maximum Rating Power (Pmax) (W) 300 305 310 315

Module Efficiency (%) 18.4 18.7 19.1 19.4

Open Circuit Voltage (Voc) (V) 39.39 39.49 39.75 39.99

Maximum Power Voltage (Vmpp) (V) 32.09 32.35 32.57 32.78

Short Circuit Current (Isc) (A) 9.78 9.86 9.91 9.96

Maximum Power Current (Impp) (A) 9.35 9.43 9.52 9.61

Solar Cells 6" Monocrystalline

Cell connection 60 cells (6 x 10)

Module dimension (mm / inch) 1640 x 992 x 35 mm / 64.57" x 39.06" x 1.38"

Weight (kg / lb) 18 kg / 39.7 lbs (approx.)

Glass Anti-reflective tempered solar glass, 3.2mm(0.13") thickness 

Frame Anodized aluminium frame, original or black

J-Box IP-67 rated, 3 diodes

Cell Encapsulat ion EVA (Ethylene-Vinyl-Acetate)

Back Cover Composite film, white

Packaging cinfigurat ion 30 pcs per Pallet, 840 pcs per 40' HQ container

System voltage (DC) IEC : 1000V / UL : 1000V

Series fuse rat ing 15A

Temperature cycling range -40~850C

static load 5400pa

Application class Class A

NOCT 44±20C

Temp Coefficient of Voc (%/0C) -0.28

Temp Coefficient of Isc (%/0C) 0.06

Temp Coefficient of Pmax (%/0C) -0.38

FRONT VIEW & BACK VIEWELECTRICAL DATA : STC

MECHANICAL DATA

TEMPERATURE DATA

WORKING CONDITIONS

DEPENDENCE ON TEMPERATURE

DEPENDENCE ON IRRADIANCE


