For a Free Quote:

Web: EnergyPal.com/solar
Call: 1-800-990-3725

Email: contact@energypal.com

EnergyPal

Solar Panel Guide
Specification Data Sheet

Changzhou Daily Energy Co., Ltd.
Mono 10W
DS-10M6-36

Also available on the web at
EnergyPal.com/changzhou-daily-energy-co-ltd-solar-panels/ds-10m6-36


https://energypal.com/solar
tel:+18009903725
mailto:contact@energypal.com
https://energypal.com/changzhou-daily-energy-co-ltd-solar-panels/ds-10m6-36

DAILY

& = #® 57 ENERGY

4 DA

Mono-Crystalline Solar Module

PHYSICAL CHARACTERISTICS unit:mm
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Model Type

Nominal Maximum Power (Pmax)
Optimum Operating Voltage (Vmp)
Optimum Operating Current (Imp)
Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Module Efficiency

Cell Efficiency

Power Tolerance

Maximum System Voltage

Operating Temperature

Cell Type 77mm x 22.3mm
Cell Arrangement 36 cells in series
Dimensions 350x255x 17 mm
Weight 1.00kg

Front Cover 3.2mm tempered glass
Frame Material Anodized aluminium alloy
J- Box IP65
Temperature Coefficient (Pmax) -0.438%/ °C
Temperature Coefficient (Voc) -0.297%/ °C
Temperature Coefficient (Isc) 0.037%/ °C

Norminal Operating Cell Temperature
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Current-Voltage Characteristic (I-V Curve)
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