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Poly-Crystalline Solar Module
320-340 Watt 6inch 72cells
Unique cell design with 5 bus-bar Excellent low light performance
for higher efficiency and module On cloudy days ,mornings and
stability evenings

PID Free Module

Anti-PID material 0 to +3% positive tolerance
Anti-PID cell technology

High conversion efficiency Wind load of up to 2400Pa
High module efficiency to guarantee and heavy snow load of up
power output to 5400Pa

»* 10 years for product defects in materials and workmanship
7 12 years for 90% of warranted minimum power output

» 25 years for 80% of warranted minimum power output
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linear performance warranty Standard performance warranty

CHANGZHOU DAILY ENERGY CO., LTD.
Add: NO.9 Heshanhuan Road, Jintan District, Changzhou, Jiangsu, China Tel: +86-519-82597778  Fax: +86-519-82539910 Email: sales@dailyenergy.cn



Current(A)

Power Output Pmax(W) 320 325 330 335 340

Power Output Tolerance Pmax(%) 0~+3 0~+3 0~+3 0~+3 0~+3
Max-Power Voltage Vmp(V) 36.90 37.10 37.30 37.50 37.81
Max-Power Current Imp(A) 8.68 8.76 8.85 8.94 9.01
Open-Circuit Voltage Voc(V) 45.61 45.85 46.53 46.72 46.83
Short-Circuit Current Isc(A) 9.28 9.37 9.41 944 952
Cell Efficiency (%) 18.60 18.90 19.20 19.50 19.80
Module Efficiency (%) 16.50 16.80 17.00 17.30 17.50
Nominal Operating Cell Temperature NOCT(C) 45+2 Maximum System Voltage (VDC) 1000V(IEC)
Temperature Coefficients of Pmax (%/°C) -0.420 Maximum Series Fuse (A) 15
Temperature Coefficients of Voc (%/C) -0.304 Operating Temperature (c) -40~+85
Temperature Coefficients of Isc (%/°C) 0.040 Maximum Load(snow/wind) 5400pa/2400pa
Solar cells(type/dimension) Poly-Crystalline Silicon/156mm*156mm

Cells number 72pcs(6*12)

Front cover(material/thickness) Low iron tempered glass/3.2mm

Backsheet(color) White

Frame(material/color) Anodized aluminum alloy/Silver

Junction box(protection degree) =|P65

Cables/Plug Connector Diameter 4mm?, Length 900mm/MC4 or MC4 compatible

Module Dimension 1956%x992x40mm

Module Weight 23kg

Container 20'GP 40'HQ

Pieces per pallet 52 58

Pallets per container 5 12

Pieces per container 260 696
Electrical perfor mance Temperature dependence of Isc, Irradiance dependence of Isc,
(cell temperature:25C) Voc and pmax Voc and pmax cell.temperature:25C
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