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Mono-Crystalline Solar Module
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Model Type

Nominal Maximum Power (Pmax)
Optimum Operating Voltage (Vmp)
Optimum Operating Current (Imp)
Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Module Efficiency

Cell Efficiency

Power Tolerance

Maximum System Voltage
Operating Temperature

Maximum Series Fuse Rating
Number of Bypass Diode

Cell Type

Cell Arrangement
Dimensions
Weight

Front Cover
Frame Material

J- Box

Cable /

Temperature Coefficient (Pmax)
Temperature Coefficient (Voc)
Temperature Coefficient (Isc)
Norminal Operating Cell Temperature

CHANGZHOU DAILY ENERGY CO., LTD.

Add: NO.9 Heshanhuan Road, lintan District, Changzhou, Jiangsu,

PHYSICAL CHARACTERISTICS  unit:mm
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DS-40M6-36

40
17.80V
2.25A

21.60V
2.37A

12.44%

15.70%

156mm x 45.5mm
36 cells in series
670 x 480 x 25 mm
3.30kg
3.2mm tempered glass
Anodized aluminium alloy
P65, 1 diode

-0.438%/°C

-0.297%/°C

0.037%/°C
45+2°C

China

Current (A)

Tel: +86-519-82597778

Fax: +86-519-82539910

DS-45M6-36
45

17.90v
2.52A
21.60V
2.70A
13.99%
17.70%

0to+3%

DC 1000V

-40C~+85C
10A
1

(DS-45M6-36)

Current-Voltage Characteristic (I-V Curve)

1000W/m 2

10 15

Voltage (V)
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