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AM250/300-60M/P

Mono & Poly-crystalline PV Module

Features

€ High conversion efficiency through advanced manufacturing technology

€ Excellent performance under weak light conditions (mornings, evenings and cloudy days)

€ Withstand snow loads up to 5400 Pa and wind loads up to 2400 Pa under extreme temperature
€ 12 years product warranty and 25 years performance warranty ensure reliability of modules

€ Easy installation

Certificates

€ Manufactured according to International
Management System Standard
Quality Management system: 1SO9001
Environmental Management Systern: 15014001
Occupational Health and Safety Management
System: OHSAS18001

€ Certified and approved by CE, INMETRO, TUV,
I[EC 61215,|EC 61730, MCS, CEC and
PV EYCELE

AmySOLAR France RC LIMOGES 513 921 494 - Production : ZA 87640 RAZES

Adresse postale : 1 rue Columbia Parc d’ESTER 87068 LIMOGES CEDEX France

Tél : +33 555 60 38 68 — web : www.amysolar.com - email : info@amysolar.com
AmySOLAR Cote d'Ivoire - 04 BP 1556 ABIDJAN 04



MONO-CRYSTALLINE MODULE

Electrical Characteristics under STC*

Module Type EC5-270Me0  ECS-275M60  ECS-280Me0  ECS-285M60 ECS-290M60 ECS-295Me0  ECS-300M60
Maximum Power-Pmax (Wp) 270 275 280 285 2580 295 300
Voltage at Maximum Power-Vmp (V) 315 31.9 423 327 331 335 339
Current at Maximum Power-imp (A) 857 8.62 867 872 876 881 8.86
Open Circuit Voltage-Voc (V) 385 389 393 39.8 40.2 40.6 41.0
Shart Circuit Current-Isc (A) 935 9.43 950 8.55 9.62 9.75 983
Module Efficiency-nm (%) 16.6 16.9 17.1 175 17.8 18.0 18.3
Power Tolerance (%) 0/+3 0/+3 0/+3 0/+3 0/43 0/+3 0/+3
Mechanical Characteristics 902 %
Cell Type Mono-crystalline 156156 mm (6 inches)
Number of Cells 60 (6x10) |
Dimension 1640x992x35 mm (64.57x39.06x1.38 inches) 55
Weight 200 kg
Front Glass Low Iron Tempered Glass
Encapsulant EVA
Frame Anodized Aluminum Alloy %
Temperature Characteristics
NOCT* 45+2°C
Temperature Coefficient of Pmax (96) -0.40/°C
Temperature Coefficient of Voc (35) -031/°C
Temperature Coefficient of Isc (%) 0.04/°C

Maximum System Ratings

Operating Temperature -40°C to +80°C i
Maximum System Voltage 1000V DC = - =
Maximum Series Fuse Rating 16A g L] gJunction Box |,
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12 years product warranty

12 years warranty on 90% power output
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25 years warranty on 80% power output
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POLY-CRYSTALLINE MODULE

Electrical Characteristics under STC*

Module Type ECS-250P60  ECS-255Pe0  ECS-260P60 ECS-265P60  ECS-270P60  ECS-275P60  ECS-280P60

Maximum Power-Pmax (Wp) 250 255 260 265 270 275 280

Voltage at Maximurn Power-Vimp (V) 301 304 308 31.0 311 315 e

Current at Maximum Power-Imp (A) 8.32 839 844 855 868 873 831

Open Circuit Voltage-Voc (V) 37.50 3760 37.80 38.05 3817 383 3852

Short Circuit Current-isc (A) 8,73 872 885 896 209 898 9.1

Madule Efficiency-nm (%) 154 15.7 160 16.2 16.5 169 17.2

Power Tolerance (%) 0/+3 0/+3 0/+3 0/+3 0/+3 0/+3 0/+3
Mechanical Characteristics o941 (-

Cell Type Paly-crystalline 156x156 mm (6 inches)

Number of Cells 60 (Ex10)

Dimension 1640%992x35 mm (64.57x39.06x1.38 inches)

Weight 200kg

Front Glass Low Iron Tempered Glass

Encapsulant EVA

Frame Anadized Aluminum Alloy §

Temperature Characteristics

NOCT*
Temperature Coefficient of Pmax (%)
Temperature Coefficient of Voc (%4)

Temperature Coefficient of Isc (%)

Maximum System Ratings

Operating Temperature
Maximum System Voltage

Maximum Series Fuse Rating

Warranty

12 years product warranty
12 years warranty on 90% power output

25 years warranty on 80% power output
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