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Semi-flexible Square Mono PERC Panel

Mechanical Characteristcs

Model Flex-Mon-12 Flex-Mon-42 Flex-Mon-96
111/5 32 1/4 36 1/2
No. of Cell (pcs) (1x11) (2x16) (3x12)
Panel Dimensions (mm) 877x135%2 743%360%2 1050%521x2
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Solar Cell PERC monocrystalline silicon

IP 68 rated with by-pass diode

Cables PV cable 4.0mm?, (+)450 / (-)450 mm
Connector MC4 compatible
High efficiency: more than 22.0%
Adopting big size square Mono PERC cell 158.75*158.75mm Other specifications (Voltage, Power or Dimension) can be
Same shape of cut cells, Less power loss after cell cutting customerized.

Easy for panel customerization

Electrical Characteristcs

Model Flex-Mon-12 Flex-Mon-42 Flex-Mon-96
Maximum Power, Pmax(W) 12 43 96
Maximum Power Voltage, Vmp(V) 6.16 17.96 20.24
Maximum Power Current, Imp(A) 1.89 2.37 475
Open-circuit Voltage, Voc(V) 7.43 21.63 24 .37
Short-circuit Current, Isc(A) 2.00 2.50 5.01
Power Tolerance (W) 0~+3
Working Temperature (°C) -40°C-85°C
Current Temp Coefficient (%/°C) 0.07
Voltage Temp Coefficient (%/°C) -0.37
Power Temp Coefficient (%/°C) -0.36
Max. System Voltage (V) 1000V DC IEC
Series Fuse Rating (A) 20

STC: 25°C, 1000 W/m2, AM 1.5




