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JW-HD120N Series (Mini Frame) bRARIN

JOLYWOOD

300/305/310/315/320W

Jolywood N-type High Efficiency Monocrystalline Silicon Bifacial / White Glazed Double Glass Module
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Half-cell Double Glass Design

High-efficient and high-voltage tech

for less current loss

ZERO LID (Light Induced Degradation)

No LID, more power generation

PID Free (Potential Induced Degradation)

PID free, due to the POE material and double glass
design

Lower Micro-crack Risk

No internal stress from the symmetrical N-Bifacial cell
scheme

Higher Reliability

Successfully passed various strict tests

o 6 Salt Mist Corrosion Test

o Triple [EC Test

o O-time PID Test

o Class A Fire Rating

Better Weak lllumination Response

Lower temperature coefficient and wide spectral
response, higher power output, even under low-light
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Special Application

o BIPV e — o
o Vertical Installation

o Snowfield

« High-humid Area ENGINEERING DRAWING unit: mm)

e Windy and dusty area
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Jolywood N-type High Efficiency Monocrystalline
Silicon Bifacial / White Glazed Double Glass Module

JW-HD120N Series (Mini Frame)

ELECTRICAL PROPERTIES | STC*

pRARID

JOLYWOOD

JW-HD120N-310 | JW-HD120N-315 | JW-HD120N-320
Front Side Rear Side Front Side Rear Side Front Side Rear Side Front Side Rear Side Front Side Rear Side
300 255 305 259 310 264 315 268 320 272
323 322 325 324 327 326 329 327 33.1 329
9.29 7.92 939 801 9.49 8.09 9.59 818 9.69 827
392 389 394 39.1 396 393 398 395 400 397
982 841 9.90 847 098 8.54 1010 865 1020 873
179%  152%  182%  154%  185%  157%  188%  160%  191%  162%
e o E et e o ot O e e achual it o1 Beberdanea wath the pratical testing

ELECTRICAL PROPETIES | NOCT*

Front Side Rear Side Front Side Rear Side Front Side Rear Side Front Side Rear Side Front Side Rear Side
221 187 224 191 228 194 232 197 235 200
297 296 298 29.7 300 299 302 30.1 303 302
7.43 6.34 7.51 6.41 7.59 648 767 6.54 7.75 6.61
363 360 36.4 36.2 366 363 368 365 370 367
7.91 678 7.98 683 804 6.89 8.14 6.97 8.22 7.04
“The data above 2 Tor retarente oty and. the actual data 15 i aceordance witn the praticel testing | e opeed Tm/s

With Different Power Generation Gain (regarding 310W as an example)

Power Peak Power MPP Voltage MPP Current Open Circuit Voltage | Short Circuit Current
Gain (Pmax) (Vmp) (Imp) (Voc) ((59)
336

10% 32.7 10.30 39.6 10.83
15% 350 32.7 10.70 39.6 11.25
20% 363 328 11.07 39.7 11.64
25% 376 328 11.46 39.7 12.05
30% 389 328 11.85 39.7 12.47
OPERATING PROPERTIES MECHANICAL PROPERTIES
Operating Temperature ('C) -40°C~+85C Cell Type 156.75mm*78.38mm
Maximum System Voltage (V) 1500V (IEC)/1000V (UL) Number of Cells 120pcs (12*10)
Maximum Series Fuse Rating (A) 15 m 1690mm*992mm*6mm;/1690mm*1013mm*21.5mm ( Mini Frameless)
Fire Safety Class A Weight 23Kg
0~+5Wp Front/Rear Glass 2.5mm/2.5mm
Mini Frameless (200mm*21mm*21 5mm)
TEMPERATURE COEFFICIENT . )
Temp. Coeff. Of Pmax (TK Pmax) -0.38%/°C
Length of Cable 4.0mm2,300mm
Temp. Coeff. Of Voc (TK Voc) -0.3%/°C
MG Competie
Temp. Coeff. Of Isc (TK Isc) +0.048%/°C
e ESEC PACKING MANNER
*The specification and key features described in this datasheet may deviate Packing Type 20'GP 40'GP 40'HQ
slightly and are not guaranteed. Due to ongoing innovation, R&D enhancement,
priesibgueini s  Picce/Pallet 33
Please always obtain the most recent version of the datasheet which shall be
AR TN Aol P2Ict/Container 6 12 24
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