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JW-I72N Series chyRAZ S
370/375/380/385/390W

JOLYWOOD

Jolywood N-type High Efficiency Monocrystalline Silicon IBC Module

Floating Busbar Design
4 Floating busbar design for each electrode to reduce
the electrical shading effect , generate more energy

, ZERO LID (Light Induced Degradation)

D No LID, more power generation
Better Weak lllumination Response
Lower temperature coefficient and wide spectral

% response, higher power output, even under low-light

settings

Low Temperature Coefficient
More power generation
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JOLYWOOD

ELECTRICAL PROPERTIES | STC*

JW-I72N-370 JW-I72N-375 JW-I72N-380 JW-172N-385 JW-I72N-390
370 S5 380 385 390

Peak Power (Pmax) (W) 384 385 387 38.8 38.9

Module Type

Testing Condition

MPP Voltage (Vmp) (V) 9.66 9.75 9.84 9.93 10.03
MPP Current (Imp) (A) 45.0 451 453 454 455

Open Circuit Voltage (Voc) (V) 10.23 10.32 1041 10.50 10.60
Short Circuit Current (Isc) (A) 19.1% 19.3% 19.6% 19.8% 20.1%

*STC (Standard Test Condition): Irradiance 1000W/mi, Module Temperature 25°C, AM 1.5
*The data above is for reference only and the actual data is in accordance with the pratical testing.

ELECTRICAL PROPETIES | NOCT*
272 276 279 283 287
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OPERATING PROPERTIES MECHANICAL PROPERTIES
40°C—+85C 156.75mm*156.76mm
1000V (IEC) 72pcs (6'12)
IP67 (3 diodes)
TEMPERATURE COEFFICIENT Py p——
OIS MC4 Compatiole
43+2°C PACKING MANNER
20GP 40GP 40HQ
.
115 253 506

*The specification and key features described in this datasheet may deviate
slightly and are not guaranteed. Due to ongoing innovation, R&D enhancement,
Jolywood (Taizhou) Solar Technology Co., Ltd. Reserves the right to make any
adjustment to the information described herein at any time without notice
Please always obtain the most recent version of the datasheet which shall be
duly incorporated into the binding contract made by the parties governing all
transactions related to the purchase and sale of the produccts described herein.

JOLYWOOD ( TAIZHOU ) SOLAR TECHNOLOGY CO.,LTD.
Add.: No.6 Kaiyang Rd., Jiangyan Economic Development Zone,
Taizhou, Jiangsu Province, China, 225500
www.jolywood.cn Tel.: +86 52380612195 mkt@jolywood.cn Version 2018.05 © Jolywood (Taizhou) Solar Technology Co., Ltd. All rights reserved.




