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Type B1E KD-M100 KD-M105 KD-M110 KD-M115 KD-M120
Wattage(w) ELEL 100 105 110 115 120
Open Circuit Voltage (V) FFEEEEE 2907 23.48 22.68 22.85 23.04
Short circuit Current (1) AR 5.79 5.99 . 6.63 6.75
EREAAEN el o
= /IR E /N POREB= Maximum Power Voltage (V) Bt E 18.25 18.53 18.45 18.64 18.75
ngh Quallty SOIar Panel Maximum Pawer Current (1) SAaHEER 5.48 5.67 5.96 6.17 6.41
Cell Efficiency (%) B FE 17.40% 18.30% 16.80% 17.50% 18.20%
KD = M 100W' = 1 20W Module Efficiency (%) B#xE 14.80% 15.54% 14.59% 15.25% 15.94%
Maximum System Voltage (V) &K REE & DC1000V
Temperature Coefficient of Voc VOCIREZEH -0.270%/C
Temperature Coefficient of Isc IsCiBEEREE +0.045%/C
Temperature Coefficient of Pmax Pmaxiz E& & -0.408%/C
Maximum Series Fuse Rating fe K BEHRIG 22 BEBH(A) 10A
Junction Box &% & with 2bypass diodes
Cable B2435 Length 900mm,4mm?
Tempered Glass {NiI%3E 3.2mm(0.13 inches)tempered glass 3.2mm (0.13 )R I
BE Cell Encapsulation Ejth F 1% EVA (Ethylene-Vinyl-Acetate)
Module type: Back Sheet Bl Triple-layer =2
KD-M100W,KD-M105W,KD-M110W,KD-M115W,KD-M120W Frame iafE Anodized aluminum alloy $5&
Maximum Surface Load Capacity & AXEBE R 5400Pa
Hailf#E s steel ball fall down from 1m height $REK AR S ERE
ZE‘[#HEE%Iﬂﬁ N=| = s 4 5
Highest module efficiency: Temperature Range i@ &S5 40Cto +85TC
ENE
1 5 ) 94 OA) Positive tolerance offer:0-+5w
HMENMIZER
Material & Workmanship warranty:
EUMA IR TR
1 0 year TUV bankable in all European big banks
i B INEE(RIE
Linear power output warranty: UEFBERSZXIE(2400 Ak
B/ 52 pa)ifDTMREﬁ?E(S‘WO Pa) " ~
2 5 ye a r @ Certificated to withstand wind (2400pa) and mechanical ]J:BE%EQQQE}E
0ad (5400 =47 TR B
~ LET THE SUN CHANGE THE LIFE
[ If promise, must keep; if act, must achieve; never give up till end!
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