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Dasey

Mé6-50 M6-55

Raw materials and Mechanical Parameters

M6-50 M6-55

Type of Cells(mm) mono156 x 52
' NO.ofCells and Connections axi2=%
Dimensons(mm)UWH) 700x510x30
Weightk a5
‘Gless 3ommTempered Glass
Encapstaon BvA
Backsheet | Mutiayer Composte
- Auminum-Frame Sivery/Black Anodized auminiumaloy
‘Juncon-Box  pesieer
‘Cabe NA butcustomizedisacceptable
‘Comnector NA, but MC4 and MC4 Compatible are acoeptable
Package Configuraion bpesien

Performance Parameters
M6-50 M6-55

Maximum System Voltage 700V
Operating Temperature -45~+80°C
Maximum Series Fuse 10A

v Engineering Drawings (Front Side)

v Engineering Drawings (Back Side)

. ) . ) AIR HOLES
Maximum Static Load,Front Side (e.x. Snow,Wind) 5400Pa DRATNAGE HOLES
Maximum Static Load, Back Side(e.x. Wind) 2400Pa - 1 )
Application Grade Class A n B 150 n
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Open Circuit VVoltage(Voc) 22.4V 226V MOUNTING HOLES
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Maximum Power Voltage(Vmp) 17.4V 17.6V o r«t
Short Circuit Current(Isc) 3.04A 3.31A e
ffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff 150
Maximum Power Current(Imp) 2.85A 3.13A ! !
Temperature Coefficient of Isc +0.06% = =
Temperature Coefficient of Voc -0.32% ) = |
Temperature Coefficient of Pmp -0.45%
Standard Test Condition Irradiance:1000W/M2,Cell Temperature:25°C,Spectrum AM:1.5

The Electrical Parameters of the module are the average theory figure under the standard test condition,
each one exists difference. Can not be treated as the basis of module delivery.




