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POLYCRYSTALLINE
SILICON _JY[epIS / Fortunec CP

POLYCRYSTALLINE SILICON MODULE

Products Characteristics

@ Widely using of the most popular and mature type of modules
for off-grid system

/ Leading manufacturing technology in PV industry, strictly
-E controlling the qualty of raw materials and the process of
producing

100% EL inspection, ensures modules are defects free

Cells binned by current to improve module performance

Anti reflective glass. Not only to increase the light absorption, but
also to make the module has the function of self-cleaning in water
environment, effectively reducing the power loss caused by dust.

Qutstanding performance in low-light irradiance environments.

Excellent mechanical load resistance Certified to withstand high
wind loads(2400pa) and snow loads(2400pa).

High salt and ammonia resistance

Positive power tolerance: 0-+5w
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= 5 years product warranty

« 10-years 90% of Min. rated output power.and 25-years 80% of Min. rated
output power warranty

Comprehensive Certificates
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Raw materials and Mechanical Parameters

P6-70 P6-75
Type of Cellsimm) poly156 = 7T8/156 = 39
NO.ofCelsand Connections sxg=daxie=T2
Dimensons(mm)(L'W*H)  780xerox30
Cweightka) se
“Glass aommTempered Glass
"Encapsulaon A
Backsheet  MutlayerComposte
~ Auminum-Frame SiveryBlack Anodzed aluminum aloy
Cduncon-Box  pesweer
Tcabe NA butcustomized is acceptable
“Connector | NA, but MG4 and MC4 Compatiie are acceptable
" Package Configuration eocslem

Performance Parameters

P6-70 P6-75
Maximum System Voltage TO0V
Operating Temperature ~-45~+80C
Maximum Series Fuse 104

Maximum Static Load, Back Side(e.x. Wind) 2400PA

~Application Grade  OasA
P6-70 P6-75

Rated Maximum Power(Mp) TOW TEW
PowerTolerance oW
CelEficency 00w 20%
OpenCircuitVolage(Voe) nay nev
Maximum Power Voltage(Vmp) 174V - ey
CShoCrcutCurrent(ise) a3 . essh
" Maximum Power Currentimp) soA azeh
Temperature Coefficientof sc - w008%
" Temperalure Coeficentof Voo - o
" Temperature Coeficentof Pmp - -0as%
" Standard Test Condition  Imadiance:1000W/M2 Cel Temperature:25'C. Specirum AM:1.5

The Elegtrical Parameters of the module are the average theory figure unger the standard test condition,
esch one exists difference. Can not be ireated as the basis of module delivery.
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