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Electrical Characteristics

TYPE RS310M6-60 RS315M6-60 RS320M6-60 RS325M6-60 RS330M6-60
____ POWEROUTPUT . sto. 15 s20 25 @
STC __MAXPOWER TOLERANCE | o-sw o-sw o-sw o-sw ! o-5w
],\./IOO(S)V\l//M MODULE EFFICIENCY (%) 18.4 18.7 19.0 19.3 19.6
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Temperature  YOLTAGEMPPVmpp - 8270 83.02 8328 3347 3367
25°C CURRENT MPP Impp (A) 9.48 9.54 9.63 9.71 9.80
AMAS T VOLTAGE OPEN CIRCUIT Vo 40.81 4113 . a4 a172 4194
SHORT CIRCUIT CURRENT Isc (A) 10.06 10.13 10.21 10.28 10.35
POWER OUTPUT 238.15 241.99 245.84 249.68 253.52
N0 T AR
800W/M° VOLTAGE MPP Vmpp (V) 2981 810 8029 0.1 3069
Environment CURRENT MPP Impp (A) 7.99 8.04 8.12 8.18 8.26
Temperature a1 Tace ABEN (1B T Vmre AN ae ae g oam Taaaa T e T oy
20°C 'VOLTAGE OPEN CIRCUIT Voc (V) 37.68 . sr.o7 38.29 | 38.52 3872
AM.15 SHORT CIRCUIT CURRENT Isc (A)  8.55 861 868 874 ¢ 880
TEMPERATURE COEFFICIENTS Isc | O /°Q o046
TEMPERATURE COEFFICIENTS Voc ~ (%/¢ 0276
TEMPERATURE COEFFICIENTS Pmpp (%/C) ~~  -038
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Mechanical Data Working Conditions
DIMENSIONSOF MODULE 1678*1002*35mm  MAXSYSTEM VOLTAGE (VDO) 1500V
WEIGHT(Kg) 85 SERIES FUSERATING 15A
CABLE  Amm?_ _ MECHANICALLOAD ___ 25400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (°C) -40~+85
JUNCTIONBOX IP68, 3 Bypass-Diode, 900mm in length ~ APPLICATION CLASS | A
TYPE OF CONNECTOR Compatible with MC 4 plug -V CURVES
Packaglng Conflguratlon PV module: RUNDA, RSI20ME.60
Loading Capacity 360 pcs/20GP " Colis tems. =25 oC ' ' '
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