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®RS380M6-72
® RS385M6-72
® RS395M6-72
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High Module Efficiency

+86-0510-83801000
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Mechanical Load
Capability up to 8000 Pa

+86-0510-83802000
E-mail: sales@rundapv.com
Add: Yanxiang Road 108, Ehu Town, Xishan District, Wuxi City, Jiangsu Province, P.R.China
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®RS380M6-72 RUNDA SOLAR
® RS385M6-72
® RS395M6-72
® RS400M6-72

Jiangsu Runda PV Co.,Ltd.

Electrical Characteristics

TYPE RS380M6-72 RS385M6-72 RS390M6-72 RS395M6-72 RS400M6-72
____ POWEROUTPUT . 80 8 8o s 400
STC __MAXPOWER TOLERANCE | o-sw o-sw o-sw o-sw ! o-5w
],\./IOO(S)V\l//M MODULE EFFICIENCY (%) 18.9 19.1 19.4 19.6 19.9
OdUIle T e T T T
Temperature  YOLTAGEMPPVmpp - s9.83 4015 4038 4060 4086
25°C CURRENT MPP Impp (A) 9.54 9.59 9.67 9.73 9.79
AMAS VOLTAGE OPEN CIRCUITVoc  48.69 4894 4915 . 4941 . 4968
SHORT CIRCUIT CURRENT Isc (A) 10.08 10.13 10.19 10.26 10.33
POWER OUTPUT 291.93 295.77 299.61 303.45 307.29
10 T A
800W/M° VOLTAGE MPP Vmpp (V) 8631 3659 8676 sr.00 3r.24
Environment CURRENT MPP Impp (A) 8.04 8.08 8.15 8.20 8.25
Temperature a1 Tace ABEN (1B T Ve AN a4 ae e aa T e e T T T
20°C 'VOLTAGE OPEN CIRCUIT Voc (V) 44.95 45.19 45.38 . 4562 45.87
AM.15 SHORT CIRCUIT CURRENT Isc (A)  8.57 861 866 872 ¢ 8.78
TEMPERATURE COEFFICIENTS Isc | e/ 0046
TEMPERATURE COEFFICIENTS Voc ~ (%/¢ 0276
TEMPERATURE COEFFICIENTS Pmpp (%/C) -038
NOCT () L AssC
Mechanical Data Working Conditions
DIMENSIONSOF MODULE 2008*1002*40mm MAXSYSTEM VOLTAGE (VDO) 1500V
WEIGHT(Kg) 225 SERIES FUSERATING 15A
CABLE 4mmz  MECHANICALLOAD  25400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (°C) -40~+85
JUNCTIONBOX IP68, 3 Bypass-Diode, 1200mm in length  APPLICATION CLASS | A
TYPE OF CONNECTOR Compatible with MC 4 plug -V CURVES
Packaglng Conflguratlon S RO Ht
Loading Capacity 260 pcs/20GP e ' '
77777777777777777777777777777777777777777777777777777777 767:!.7677P77C7§/747(7)7H”C77””””””” 1ok Incident Irrad. = 1000 W/m2
Incident Irrad. = 800 W/m2
Z Incident Irrad, = 600 W/m2
i
Contact Information il poser s 0002
5 Incident Irrad. = 200 W/m2
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Tel: +86-0510-83801000 Fax: +86-0510-83802000
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Add: Yanxiang Road 108, Ehu Town, Xishan District, Wuxi City, Jiangsu Province, P.R.China
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