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RS450S7-144 QIDIDV

®RS440S7-144 RUNDA SOLaR

©® RS44557-144 Jiangsu Runda PV Co ,Ltd.
® RS455S57-144

® RS460S7-144
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100% Runda's linear performance warranty
97%
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Material&Craft 90% output 80% output
80% l | | | | Quality Power Power
0% 5 D 5 20 95 (years) assurance guarantee guarantee
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NEAL FREE
Efficiency
IISSOO194000011 High Module Efficiency Mechanical Load Salt Mist Corrosion Protect Potential Induced
OHSAS18001 Capability up to 8000 Pa Ammonia Resistance Degradation Free
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RS450S7-144

®RS440S7-144

® RS44587-144
® RS45557-144
® RS460S7-144

Electrical Characteristics
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RuUNDa SOLaR

Jiangsu Runda PV Co.,Ltd.

TYPE RS440S7-144 RS445S7-144 RS450S7-144 RS455S7-144 RS460S7-144
______ POWEROUTPUT - 440 445 450 455 460
STC __MAXPOWER TOLERANCE | o-sw o-5w osw o-sw. 0-5w
],\./IOO(S)V\l//M MODULE EFFICIENCY (%) 19.8 20.0 20.2 20.4 20.7
OdUIle T T e T e
Temperature V! OLTAGEMPPVmpp 4100 - 4128 4148 a1 41.89
25°C CURRENT MPP Impp (A) 10.71 10.78 10.85 10.91 10.98
AMAS VOLTAGEOPEN CIRCUITVoc  48.98 4921 4944 4968 4987
SHORT CIRCUIT CURRENT Isc (A) 11.46 11.53 11.60 11.66 11.73
POWER OUTPUT 338.02 341.86 345.71 349.55 353.39
N0 T
800W/M° VOLTAGE MPP Vmpp (V) 8r.45 sr63 ¢ sre1 .02 38.18
Environment CURRENT MPP Impp (A) 9.03 9.09 9.14 9.19 9.26
Temperature a1 Tace ABEN (1B T Vme AN AE oo e A T T
20°C 'VOLTAGE OPEN CIRCUIT Voc (V) 45.22 . 4543 4565 . 45.87 46.04
AM.15 SHORT CIRCUIT CURRENT Isc (A)  9.74 980 986 991 9.97
TEMPERATURE COEFFICIENTS Isc | O /°Q o046
TEMPERATURE COEFFICIENTS Voc ~ (%/°Q) 0276
TEMPERATURE COEFFICIENTS Pmpp (%/C) ~~  -03¢
NOCT () L AssC
Mechanical Data Working Conditions
DIMENSIONSOF MODULE 2115*1052*35mm _~ MAXSYSTEM VOLTAGE (VDO) 1500V
WEIGHT(Kg) 25 SERIES FUSERATING 15A
CABLE . Amm?_ _ MECHANICALLOAD ___ 25400Pa
GLASS High transmission glass 3.2mm OPERATING TEMPERATURE (°C) -40~+85
JUNCTIONBOX IP68, 3 Bypass-Diode, 300mm in length ~ APPLICATION CLASS | A
TYPE OF CONNECTOR Compatible with MC 4 plug -V CURVES
Pac kag I n g CO nfl g u ratlo n PV module: RUNDA, R545057-144
loading Capacity 240 pes/20GP e — ' ' '
660 pcs/40HC 1z Incident Irrad. = 1000 W/m2 ]
o Incident Irrad. = 800 Wim2
= e Incident Irrad. = 800 Wim2
. el
Contact Information T
L
Incident Irrad. = 200 Wim2
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