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ELECTRICAL CHARACTERISTICS (STC)* SG315M (BF)

Nominal Output (Pmax)** 315w
Power Tolerance 0/+5 W
Voltage at Pmax (Vmp) 33.75V
Current at Pmax (Imp) 9.34A
Open Circuit Voltage (Voc)** 4118V
Short Circuit Current (Isc)** 9.99A
Maximum System Voltage 1500 V
Maximum Series Fuse Rating 15A
Module Efficiency 19.36%
MECHANICAL CHARACTERISTICS TEMPERATURE CHARACTERISTICS
Solar Cells 60 (6x10) monocrystalline PERC NMOT*** 45+2 °C
Solar Cells Size 156.75x156.75 mm / 6.17x6.17” Temperature Coefficient of Pmax -0.40 %/°C
Front Cover 3.2mm/0.12" thick, low iron tempered glass Temperature Coefficient of Voc -0.32 %/°C
Back Cover TPT (Tedlar-PET-Tedlar) Temperature Coefficient of Isc 0.047 %/°C
Encapsulant EVA (Ethylene vinyl acetate) Operating Temperature -40 °C ~ +85°C
Frame Anodized aluminium alloy, double wall
Frame finishing Black PACKAGING™****
Backsheet finishing White
Diodes 3 Bypass diodes serviceable Pallet dimensions 1700x1200x1200 mm / 67x47x47"
Junction Box P67 rated Pieces per pallet 27
Connector MC4 or compatible connector Weight 516 Kg /1138 Ibs
Cables Length 900 mm/ 35.4”
Cables Section 4.0 mm?/ 0,008 in? CERTIFICATIONS
Dimensions 1640x992x40 mm / 64.5x39x1.57" Fire Resistance Rating 1 (UNI9177)
Weight 18Kg/39.7 Ibs PID free IEC TS 62804-1:2015
Max. Load (Test Load) - SF 5400 Pa-1.5
DIMENSIONS CURRENT/VOLTAGE CHARACTERISTICS
Values apply to modules: SG315M (BF)
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*STC: (Standard Test Condition) Irradiance 1000W/m2 Module Temperature 25°C; Air Mass 1.5
**Pmax, Voc, Isc measurement tolerance: +3%
***NMOT: Nominal Module Operating Temperature: Sun 800W/m?2; Air 20°C; Wind speed 1m/s
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It is important to point out, that all technical specifications, information and figures contained in this datasheet are estimated values
Peimar reserves the right to change the technical specifications, information and figures contained in this document at any time
without notice. EN_09/2019 Via Creta 72, 25124 Brescia, ITALY ® www.peimar.com « info@peimar.com




