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Range 250 Wp 260 Wp 270 Wp 275Wp 280 Wp 290 Wp 300 Wp

Model Name SP72-250 SP72-260 SP72-270 SP72-275 SP72-280 SP72-290 SP72-300

Power Rating (Pmax) 250 260 270 275 280 290 300

Open Circuit Voltage(Voc) 42.5 42.84 43.2 43.56 43.8 44.2 44.64

Short Circuit Current (Isc) 7.95 8.05 8.15 8.25 8.3 8.45 8.54

Maxium Power Voltage(Vmp) 34.21 35.25 36.05 36.5 36.62 36.68 37.05

Maxium Power Current(Imp) 7.32 7.4 7.5 7.55 7.65 7.9 7.95

Size of the Modules(mm)

Weight of the Module(mm)

Tolerance at Pmax(%)

Maxium System Voltage(Vdc)

PRODUCT DATASHEET

72 CELLS(MULTI-CRYSTALLINE, 156*156 mm)

TECHNICAL DATA

1960*982*42

26.25

±3%

1000 Volts for IEC & 600 Volts for UL

Juction Box

Output Cables & Connecters

Temperature Coefficient of Isc(%/oC)

Temperature Coefficient of Voc(%/oC)

Temperature Coefficient of Pmax(%/oC)
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