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Yiiksek Modiil Verimliligi

Etkinlik High Module Conversion Efficiencies

Kolay Kurulum ve Uyumluluk
]
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Easy Installation and Handling for Various Applications

v 5400Pa Kar Yiikiine & 2400Pa Riizgar Kuvvetine Dayanikl Yapida
P> AN <o
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Load Capability of up to 5400Pa for Snow & 2400Pa for Wind

Gelismis Cam ve Yiizey Teknolojisi sayesinde diigiik 1sikta bile
yiiksek performans.

Advanced Glass And Surface Texturing Allow For Excellent
Performance In Low-light Environments.

IEC 61215, IEC 61730, IEC 62804, IEC 61701 Standartlari Onayh

Conforms with IEC 61215, IEC 61730, IEC 62804, IEC 61701 PV Standards

1ISO 9001, 14001, OHSAS 18001, TSE HYB 13381 - 12690 Sertifikal

1SO 9001, 14001, OHSAS 18001, TSE HYB 13381 - 12690 Certified
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ELECTRICAL PARAMETERS

ELEKTRIKSEL OZELLIKLER

TYPE / TiP STHP250W  STHP255W STHP260W STHP265W STHP 270W STH P 275W
Rated Max. Power at STC (W) 250 355 260 265 270 275
§TC Nominal Guig (Pmax)
AM 1.5, Max. Power Voltage / Vmp (V)
1000W/m?, Nominal Giig Voltajt (Vmp) 29.98 30.25 30.51 30.7 3085  30.89
Module
Temperature Max. Power Current / Imp (A)
25°C Nominal Giig Akimi (Imp) 8.34 843 8.53 8.63 8.76 8.90
Open Circuit Voltage / Voc (V)
Standart Test Agik Devre Voltaji (Voc) 3741 37.54 37.65 37.91 38.03 38.15
Kosullari Altinda .
(Isinim 1000W/m? , Short Circuit Current / Isc (A)
AM 1.5, Hiicre 8.79 8.94 9.09 9.31 9.51 9.70
Sicakig 25°C) Kisa Devre Akimi (Isc)
Module Efficiency (%)
Modiil Verimliligi (%) 15.3 15.62 15.92 1623 1654  16.84
NOCT Rated Max. Power at NOCT (W)
. N 180.4 184.1 187.5 191.0 194.0 197.0
AM 1.5, Nominal Giig (Pmax)
800w, Max. Power Voltage / Vmp (V)
Ambient rowerioliage) Fmp 27.70 27.8 27.90 28.00 2810 2820
Temperature Nominal Giig Voltaji (Vmp)
20°C, Wind
Speed Tm/s Max. Power Current /Imp (A) 7.0
Nominal Giig Akimi (Imp) 6.51 6.62 6.72 6.82 6.91
Normal Sartiar Open Circuit Voltage / Voc (V
Altinda P a9 M 0 342 3430 34.40 3450  34.60
(Isinim 800W/m? , Acik Devre Voltaji (Voc)
AM 15,
Ortam Sicakligi Short Circuit Ct t/1sc (A
20°C Riizgar ort Circuit Current /sc (A) 7.1 7.3 735 7.47 7.60 772
Hizi 1m/s) Kisa Devre Akimi (Isc)
Temperature Coefficient of Pm
-0.43%/°C
Sicaklik Katsayisi (Pmax)
Temperature Coefficient of Voc
-0.32%/°C
Sicaklik Katsayisi (Voc)
Temperature Coefficient of Isc +0.05%/°C
Sicaklik Katsayisi (Isc)
Nominal Operating Cell Temperature
45°C+3°C

Nominal isletim Hiicre Sicakligi (NOCT)

PACKING CONFIGURATION

ANATOLIA SERISI

MECHANICAL PARAMETERS
MEKANIK OZELLIKLER

Cell (mm) 156,75x156,75 Poly
Huicre Tipi 156,75x156,75 Polikristal
Dimensions (LxWxH) (mm) 1647x992x35 mm
Boyutlar (mm) 1647x992x35 mm
Weight 18,4 kg

Agirlik 18,4 kg

4mm2(EU)/12 AWG (US) 1000 mm
4mm?(EU)/12 AWG (US) 1000 mm
60(6x10) Pcs Serial Connections
60(6x10) Adet Seri Baglant

IP 65 - IP 68 / 3 Diodes

IP 65 - IP 68 / 3 Diyot

Cable Cross Section Size (mm?)
Cikis Kablosu Kesiti (mm?)

No. of Cells and Connections
Huicre Sayisi ve Baglant Tipi

Junction Box
Baglanti Kutusu

QUALIFICATION
YETERLILIK

Max. System Voltage
Max. Sistem Voltaji

1000 VDC
1000 VDC
-40°c~+120°C
-40°C~+120°C
Max. Series Fuse 15A
Diyot Maksimum Akimi 15A

Max. Wind Load / Max. Snow Load 2400Pa / 5400Pa
Max. Rizgar Yuki / Max. Kar Yiki  2400Pa / 5400Pa

Temperature Cycling Range
Calisma Sicaklik Araligi

Damp Heat Test
Nem Dayanim Testi

85°C and 85 relative humidity for 1000h
85°C and 85 relative humidity for 1000h

EL Test Status
EL Test Durumu

EL test before and after lamination
Laminasyon éncesi ve sonrasi EL testi

|-V DIAGRAM
AKIM - GERILIM GRAFiGi

AM 1.5, 1000W/m?

<10
5 o~
o 8
] \\\
75° \50° \25°c\
4 \ \ \
2
0 . . \ \ \
0 10 20 30 40
Voltage (V)
_ AM 1.5, Module Temperature 25°C
< 10
g 1000W/m?
5
O 8
800W/m? \
6
600W/m? \\
4 400W/m \\\
2
5 200W/m
0 I | . \\\
0 10 20 30 40
Voltage (V)

PAKETLEME KONFIGURASYONLARI

MODLJLE SIZE CONTAINER 20'GP 40'GP 40'HC
MODUL BOYUTU KONTEYNIR
Pieces Per Pallet 30 30 30
1647992535 Paletteki Modiil Adedi
xo9ex Pallets Per Container
Konteynirdaki Palet Adedi 12 28 32
Pieces Per Container 360 840 960

Konteynirdaki Modl Adedi

GARANTI

90% power output over 10 years;
ilk 10 Yil % 90 Verim Garantisi

809% power output over 25 years;
ilk 25 Yil % 80 Verim Garantisi

Free from defects in materials and workmanship for 1 Oyears.
ilk 10 Vil Uriin Garantisi



