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MECHANICAL PARAMETERSMEKA K ÖZ R
Cell (mm)
Hücre Tipi 156,75x156,75 Polikristal

156,75x156,75 Poly

Dimensions (LxWxH) (mm) 1965x992x40mm
Boyutlar (mm) 1965x992x40 mm
Weight 22 kg

22 kg
Cable Cross Section Size (mm )2

4mm²(EU)/12 AWG (US) 1000 mm2
4mm²(EU)/12 AWG (US) 1000 mm

No. of Cells and Connections
 Tipi 60(6x10) 

60(6x10) Pcs Serial Connections

Junction Box IP 65 - IP 68 / 3 Diodes
IP 65 - IP 68 / 3 Diyot

QUALIFICATION
Max. System Voltage

Temperature Cycling Range

Max. Series Fuse 15 A

Max. Wind Load / Max. Snow Load 2400Pa / 5400Pa

Damp Heat Test

EL Test Status EL test before and after lamination

Max. Sistem V

YET K

Diyot Maksimum 15 A

Max. Rüzgar Yükü 2400Pa / 5400Pa

 Testi

EL Test Durumu L testi
STC Nominal Güç (Pmax)

Nominal Güç V

Nominal Güç 

V Voc)

Modül V

I-V DIAGRAM
Standart Test 

AM 1.5 , Hücre

c Katsa ax)
c Katsa Voc)
c Katsa

PACKING CONFIGURATION
PAKETLEME KONF GÜRASYONLARI

OYUTU K

Kont r
Kont r
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ELECTRICAL PARAMETERS
ELEKTRİKSEL ÖZELLİKLER
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