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156%156 Polycrystalline Module (605)

HERST Module Size 1640%992%40/35mm EHERT Module Size 1956%992+50/40mm

HEEE Module Weight 19. 5kg (431b) HEEE Module Weight 22.5kg(49.61b)

KR Type TX235-60P TX240-60P TX245-60P TX250-60P TX255-60P TX260-60P TX265-60P il Type TX285-72P  TX290-72P  TX295-72P TX300-72P  TX305-72P  TX310-72P
= Power 235 240 245 250 255 260 265 iy B Power 285 290 295 300 305 310
BEATIERE Maximum Operating Voltage 30.72 30. 84 3137, 320/ 31.56 31.91 32.34 BEATIERE Maximum Operating Voltage 37.08 37.29 37. 68 38. 07 38. 64 39.23
BATIERR Maximum Operating Current 7.70 7876 7.83 8.07 8.08 8.15 8.19 mATIERR Maximum Operating Current  7.70 7.80 7.83 7.86 7.89 7.90
FrE& Open—circuit Voltage 36. 54 37. 60 38.00 38.40 38.60 38.80 39. 00 FrE& R Open—circuit Voltage 44.00 44.20 44.40 44.60 44.80 45.00
KRR Short—circuit Current 8.19 8. 40 8. 42 8.45 8. 47 8. 49 8.52 ERR I Short—circuit Current 8. 27 8.38 8. 46 ) 8. 67 8.78
RARGHEE Maximum System Voltage DC1000V RARGHE Maximum System Voltage DC1000V

EETIERE Normal Operating Temperature inan (G EETIERE Normal Operating Temperature 45+2°C

T1EREERE Operating Temperature Range -40°C—85C T1ERESERE Operating Temperature Range =40 0-=85}C

INERE R Temperature coefficient of Power -0. 40%/°C (0. 22%/°F) NEBRERE Temperature coefficient of Power -0. 40%/°C (-0. 22%/°F)

BIERE R Temperature coefficient of Voc -0. 32%/°C (-0. 18%/°F) BIERE R Temperature coefficient of Voc -0. 32%/°C (-0. 18%/°F)

HiRRE R Temperature coefficient of Isc 0. 05%/°C (0. 028%/°F) HiRIRE R Temperature coefficient of Isc 0. 05%/°C (-0. 028%/°F)

BEALEFNEITEELE Packing Configuration and Quantity per Pallet  26/29 pcs per carton and two carton per pallet GERBFGIEEIE  Packing Configuration and Quantity per Pallet 21/25 pcs per carton and two carton per pallet
St e Container Loading Capacity 784/868 pcs per 40 ft high cubic container EEBERS Container Loading Capacity 598/702 pcs per 40 ft high cubic container
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156%156 Polycrystalline Module (725)
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